JF»L Publication 87-1 , Rev. 1 


Stereo Depth Distortions in 
Teleoperation 

Daniel B. Diner 
Marika von Sydow 


^^ASA-CU- 1802 ^^ 2 ) 
it lislECf EFAliCt 

-"i V 


E'lfBEC Ctfll LlSTCiiTICtiS 
<Jet Etcpuliicr, Lab.) 

CSCL C5H 


GJ /34 


May 15, 1988 


fWNSA 

National Aeronautics and 
Space Administration 

Jet Propulsion Laboratory 

California Institute of Technology 
Pasadena, California 


N89-1i 199 

Uncias 

01699 JU 



TECHNICAL REPORT STANDARD TITLE PAGE 


1 . Report No . 


87-1, Rev.l 


4* Title and Subtitle 

Stereo Depth Distortions in Teleoperation 


2. Government Accession No. 3. Recipient's Catalog No. 


5. Report Date 

May 15, 1988 


6. Performing Organization Code 


7, Author (s) 

D. B. Diner and M. von Sydow 


9. Performing Organization Name and Address 

JET PROPULSION LABORATORY 
California Institute of Technology 
4800 Oak Grove Drive 
Pasadena, California 91109 


8. Performing Organization Report No. 

JPL PUB 87-1, Rev. 1 


10. Work Unit No. 


11. Contract or Grant No. 

NAS7-918 


13. Type of Report and Period Covered 


12. Sponsoring Agency Name and Address 

NATIONAL AERONAUTICS AND SPACE ADMINISTRATION 
Washington, D.C. 20546 


15. Supplementary Notes 


JPL Publication 


14, Sponsoring Agency Code 

RE 159 BK- 549-02-51-01-00 


16. Abstract 

In teleoperation, a typical application of stereo vision is to view a work space 
located short distances (1 to 3 meters) in front of the cameras. The work presented 
in this report treats converged camera placement and studies the effects of 
intercamera distance, earner- to-object viewing distance, and focal length of the 
camera lenses on both stereo depth resolution and stereo depth distortion. While 
viewing the fronto-parallel plane 1.3 meters in front of the cameras, we have 
measured depth errors on the order of 2 centimeters. 

A geometric analysis was made of the distortion of the fronto-parallel plane of 
convergence for stereo TV viewing. The results of the analysis were then verified 
experimentally. The objective was to determine the optimal camera configuration 
which gave high stereo depth resolution while minimizing stereo depth distortion. 

We find that for converged cameras at a fixed camera- to-object viewing distance, 
larger intercamera distances allow higher depth resolutions, but cause greater depth 
distortions. Thus with larger intercamera distances, operators will make greater 
depth errors (because of the greater distortions), but will be more certain that 
they are not errors (because of the higher resolution) . 

The analysis predicts camera configurations and a camera motion strategy that 
minimize stereo depth distortion without sacrificing stereo depth resolution. 


17. Key Words (Selecfed by Aufhor(s)) 


18. Distribution Statement 


Teleoperation 

Stereo Depth Distortion 


Unclassified, unlimited distribution 


19. Security Classif. (of this report) 

20, Security Classif, (of this page) 

21. No. of Pages 

22. Price 

Unclassified 

Unclassified 


















HOW TO FILL OUT THE TECHNICAL REPORT STANDARD TITLE PAGE 


Make items ], 4 , 5, 9, 12, and 13 agree with the corresponding information on the 
report cover. Use all capital letters for title (item 4). Leave items 2, 6, and 14 
blank. Complete the remaining items as follows: 

3. Recipient’s Catalog No. Reserved for use by report recipients. 

7. Author(s), Include corresponding information from the report cover. In 
oddition, list the affiliation of on author if it differs from that of the 
performing organization. 

8, Performing Organization Report No, Insert if performing organization 
wishes to assign this number. 

10. Work Unit No. Use the agency-wide code (for example, 923''50- 10-06-72), 
which uniquely identifies the work unit under which the work was authorized, 
Non-NASA performing organizations will leave this blank. 

1 1, Insert the number of the contract or grant under which the report was 
prepared. 

15. Supplementary Notes, Enter information not included elsewhere but useful, 
such as: Prepared in cooperation with. . . Translation of (or by). . . Presented 
at conference of. . . To be published in. . , 

16. Abstract. Include a brief (not to exceed 200 words) factual summary of the 
most significant information contained in the report. If possible, the 
abstract of a classified report should be unclassified. If the report contains 
a significant bibliography or literature survey, mention it here. 

17. Key Words. Insert terms or short phrases selected by the author that identify 
the principal subjects covered in the report, and that are sufficiently 
specific and precise to be used for cataloging. 

18. Distribution Statement, Enter one of the authorized statements used to 
denote releasabillty to the public or a limitation on dissemination for 
reasons other than security of defense information. Authorized statements 
are “Unclassified— Uni imited, “ “U. S, Government and Contractors only, “ 

"U, S. Government Agencies only, “ and “NASA and NASA Contractors only. “ 

19. Security Classification (of report), NOTE: Reports carrying a security 
classification will require additional markings giving security and down- 
grading information as specified by the Security Requirements Checklist 
and the DoD Industrial Security Manual (DoD 5220. 22-M). 

20. Security Classification (of this page). NOTE: Because this page may be 
used in preparing announcements, bibliographies, and data banks, it should 
be unclassified if possible. If a classification is required, indicate sepa- 
rately the classification of the title and the abstract by following these items 
with either “(U)“ for unclassified, or “(C)“ or “(S)“ as applicable for 
classified items. 

21. No. of Pages. Insert the number of pages, 

22. Price. Insert the price set by the Clearinghouse for Federal Scientific and 
Technical Information or the Government Printing Office, if known. 


REVERSE SiDE J PL 0184 R9/83 




Jet Propulsion Laboratory 


Interoffice Memorandu(n 


June 14, i 9 8 S 


T c : 

Fr o(Ti: 

Sub j ec t : 


Distribution 
Daniel Diner 

JPL Publication Rev. 1 


Please replace your copy of JPl Publication 87-1 with Publication 
87-1, Rev, I and return the discarded copy to Dan Diner, M/S 278. 


OF POuR QU/ U i Y 



JPL Publication 87-1 , Rev. 1 


Stereo Depth Distortions 
Teleoperation 

Daniel B. Diner 
Marika von Sydow 


May 15, 1988 


r\i/\sA 

National Aeronautics and 
Space Administration 

Jet Propulsion Laboratory 

California Institute of Technology 
Pasadena, California 



The research described in this publication was carried out by the Jet Propulsion 
Laboratory, California Institute of Technology, under a contract with the National 
Aeronautics and Space Administration. 

Reference herein to any specific commercial product, process, or service by trade 
name, trademark, manufacturer, or otherwise, does not constitute or imply its 
endorsement by the United States Government or the Jet Propulsion Laboratory, 
California Institute of Technology. 


ABSTRACT 


In teleoperation, a typical application of stereo vision is 
to view a work space located short distances (1 to 3 meters) 
in front of the cameras. The work presented in this report trea s 
converged camera placement and studies the effects of intercamera 
distance, camera -to -object viewing distance, and focal length o 
the camera lenses on both stereo depth resolution and stereo 
depth distortion. While viewing the fronto-parallel plane i. 
meters in front of the cameras, we have measured depth errors on 
the order of 2 centimeters. 

A geometric analysis was made of the distortion of the 
fronto-parallel plane of convergence for stereo TN viewing. T e 
results of the analysis were then verified experimentally. The 
objective was to determine the optimal camera configuration which 
gave high stereo depth resolution while minimizing stereo depth 
distortion. 


We find that for converged cameras at a fixed 
camera- to-object viewing distance, larger intercamera distances 
allow higher depth resolutions, but cause greater depth 
distortions. Thus with larger intercamera distances, operators 
will make greater depth errors (because of the greater 
distortions) , but will be more certain that they are not errors 
(because of the higher resolution) . 


The analysis predicts camera configurations and a camera 
motion strategy that minimize stereo depth distortion without 
sacrificing stereo depth resolution. 
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FOREWORD 


This report originally appeared in the Proceedings of the 
^enty-Second Annual C onference on Manual Control . AFWAL-TR-86-3093 
Wright-Patterson AFB Aeronautical Labs, Ohio, USA, 1986. 
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1 . INTRODUCTION 


In teleoperation, one typical application of stereo vision 
is the viewing of a work space located 1 to 3 meters away from 
the cameras. We have investigated such close ’ 

over the range of parameters tested, we have 

off between stereo depth resolution and stereo depth distortion 
as a function of camera configuration. 

When selecting a stereo camera configuration. 
to choose between parallel and converged camera 

Parallel configurations, which may have certain advantages for f 
!Sreo vie'ng^ have irierent undesirable aspects for near stereo 
iTellL First of all. the two views of the cameras do not 
overlap entirely in the work space. Thus some of the image on 
the monitor screen will not be presented in stereo. 
object located exactly in front of the stereo -mera system will 
be seen to the left of center by the right camera, and to the 
right of center by the left camera. This may force uncomfortable 
Viewing conditions upon the observer, and may reduce performance 
drastically. 

For this reason, «e have tocusad our attention =»"^” 5 ed 
camera configurations. Properly converged camera configuration 
do not suffe? either of the undesirable aspects mentioned above. 

However, converged camera configurations can induce stereo 
depth distortion. For example, with widely 
an observer stereoscopically viewing a meter stick 

the fronto-parallel plane including the camera '^^’^^^’^^ence point) 

reports that the meter stick appears to be curved 

observer. As the intercamera distance is decreased, an 

camera convergence angle is decreased, the 

the meter stick decreases, but with a loss of stereo 

resolution. This distortion/resolution trade-off J 

of this report. 

This distortion changes with intercamera distance, viewing 
distance, and focal length of the camera lenses. Unfortunately, 
for a fixed viewing distance, widely converged camera 
f^nftgurrtions. which yield higher stereo depth resolution, also 
yield larger stereo depth distortions. 

camera configurations which are similar to ^ 

viewing conditions are called orthostereoscopic unnaturally 
wide camera separation configurations are calle 

hvnerstereoscopic. In the literature on stereo imaging, some 
reLarchers advocate orthostereoscopic camera alignments, and 
other researchers advocate hyperstereoscopic camera alignments. 

Shields Kirkpatrick, Malone and Huggins (1) found no gain 
in per^rrlanie witS hypersterecpsis on a s«reo depth 
task, and recommended orthostereopsis . This oe 
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overrLd^n iiyperstereopsis may well have 

en the advantage of the increased depth resolution. 

Spencer, Swain, and Tewell (2) 

hoi ^ ° performance with h3rperstereopsis on a peg-in- 

^«commended orthostereopsis . This result does 
surprise us , in that a peg- in-hole task requires high depth 
precision only in a small region of the work space. The^^depth 
distortion of hyperstereopsis only becomes significant for 
objects which are separated horizontally. Thus the performance 

thp °5 should increase with 

SDth''drr^?/®^''^ resolution of hyperstereopsis. Perhaps the 
epth distortions hurt the performance of the long range motions 

hol^ »nd moving tho peg towards the 

insertions'^ overshadow the increase in performance of the 

pnh Strother (3) reported that hyperstereopsis greatly 

enhanced depth detection of camouflaged buildings from helfcopte?- 
mounted stereo cameras. This result is expected. The criticL 
point here is that the accurate detection of depth is a 

of ftrue S^oT'T estimate of the magnitude 

true depth. Hyperstereopsis artificially magnifies the 

perceived magnitude of a true depth difference, mfking that depth 
difference easier to detect, but much harder to perform accurate 
teleoperation upon. For example, hyperstereopsis might make a 
one-story camouflaged building appear to be four stories tall. 

Zamarian (4) reported that hyperstereopsis improved 

tasf ™Sruaar" »" a throe-bar depth adjustment 

taS'inaurertharZr®^ thP«-bar depth adjustment 

sk insures that the depth distortions will play a role in his 

experiment. He states, -...it was found that perfor^anL 

[camera] separation but at a decreasing 

tr^L ffner"*"' " P^perienclng the ® 

trade-off between increased resolution and distortion. 

Pepper, Cole, and Spain (5) reported that hyperstereoosis 

iserpLallel”^™^"*^^ a two-bar depth adjustment task. They 
used parallel camera configurations, and therefore introduced 

n:t\“p!; dlL^tJj%‘ro“r:orh"'“ --- 

nr, reported that hyperstereopsis improved performance 

so ?haT;h:^ adjustment task. He convergL the c^Lrlf 

so that the camera convergence point was half-way between the 
two bars when the bars were located at equal depth We feeJ that 
rh the same depth distortion. The net effect 

:a°n“e^el eTo r- f 

resolution of hyperstereo::L™;;dtve‘"i;'rd^“f:rmlL'^ 
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Bejczy (7) reported surprisingly poor performance with a 
stereo TV viewing system of a task which required the 
positioning and orienting of an end-effector in an almost static 
visual scene. Operators were required to pick up one block and 
place it upon another block. Although the thrust of this work 
was to evaluate the effect of short-range proximity sensors in 
conjunction with mono and stereo camera systems on the performance 
of this task, the surprisingly poor performance with stereo 
viewing must be noted. 

In reviewing the literature, we noticed that most analyses 
of stereo TV viewing use small angle approximations. However, 
the actual stereo distortion of the fronto-parallel plane of 
convergence is such that small angle approximations obscure the 
relationship between this distortion and the key parameters of 
the camera configurations. 

To investigate this question more rigorously, we have 
used a geometric analysis of the distortion of the 
fronto-parallel plane of convergence (FPP) for stereo TV viewing, 
without any small angle approximations. 

This report explores the following question. Will human 
observers' responses follow the predictions of our geometric 
analysis, despite internal perceptual corrections and/or 
distortions? If so, we may use our geometric analysis to 
predict optimal camera configurations , which can then be 
tested and verified. We wish to find camera configurations 
which give high stereo depth resolution without large stereo 
depth distortions. 

This is not a trivial question. We humans surely have 
perceptual corrections and distortions. Each time we converge 
our eyes on a flat wall, for example, we experience similar 
distortions to those described above for converged cameras. We 
should therefore perceive flat walls as curved away from us. The 
fact that, in general, we do not, indicates the existence of 
these corrections and distortions. However, the distortions and 
corrections may not be so powerful as to negate the predictions 
of our geometric analysis. 

Our ultimate goal is to determine the best trade-off between 
stereo resolution and distortion per performance task, for work 
spaces limited to 3 meters depth. A necessary first step is to 
minimize all non-stereo depth cues. Then we can measure how the 
observers react to the stereo depth distortion cues in the 
absence of other possible interfering cues. Once we understand 
the factors determining the optimal stereo camera configuration 
for each specific task, we plan to integrate this understanding 
into experimentation involving visual scenes rich in the other 
depth cues. 
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2. GEOMETRIC ANALYSIS 


Most geometric analyses of the stereo camera system use 
small angle approximations, which, as previously noted, obscure 
the relationship between the stereo depth distortion and the key 
parameters of the camera configuration. Therefore, we have made 
a geometric analysis of the distortion of the fronto-parallel 
plane of convergence (FPP) , without using small angle 
approximations. For the derivation, see Appendix 1. 

This analysis predicts distortions for converged camera 
configurations, but not for parallel camera configurations. 

Figure 1 shows that parallel cameras, when viewing two objects 
separated by a horizontal distance, k, will see the same distance 
between the objects. That is, PI' — Pr' . Therefore, no stereo 
dopth distortion will be produced by the camera geometry. 

In contrast, consider the converged camera configuration in 
fi-Sore 1, viewing the same two objects where one object is now 
located at the camera convergence point. The left camera will 
see a greater distance between the two objects than the right 
camera. That is, PI' > Pr' . Therefore the two cameras will 
present different distances between the two objects to the 
monitor. We call the difference between the distances on the 
monitor the spatial monitor disparity between the two camera 
images. The stereo system presents the left camera image to the 
left eye, and the right camera image to the right eye. Figure 2 
shows that if the eyes see different distances between two 
objects, the objects will be perceived at different depths. 


Static Depth Distortions 

Figure 3 shows the nature of the static stereo depth 
distortions. By static, we mean the distortion that is present 
when we do not move the cameras. It stems from the camera 
alignment geometry. 

In a quantized TV system, the spatial monitor disparity can 
be analyzed as the number of pixels difference between the two 
camera images. The quantized TV system separates space into 
regions within which motion is invisible. Figure 3 represents 
two CCD cameras converged and viewing a work space. Each 
diamond- like shape, which we shall call a lozenge, represents the 
region in space that is seen by a pair of pixels, one on each 
camera. If a point source of light is moved within a lozenge, no 
change will be registered by the TV cameras. The stereo depth 
resolution will be defined by the lozenge size. Specifically, 
an object must move at least half a lozenge length in depth for 
any change to be registered. The stereo depth distortion of the 
FPP can be understood as the difference in spatial monitor 
disparity of the various points on the plane. The camera 
convergence point, which is on the FPP, has zero spatial monitor 
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LINE OF EQUIDISTANT 
PROJECTION (BOTH CAMERAS) 


CAMERA 


CONVERGENCE 
POINT 



FRONTO-PARALlEL]"ir^ \ 

PLANE OF / //A 

CONVERGENCE J><^ 

^TV \ 

A \ 


OPTICAL 


CENTER OF R 


TV CAMERA 


LENS 


PARALLEL CAMERAS 
PI' = Pr* = k 


CONVERGED CAMERAS 


pr > Pr' 


TV CAMERA 
IMAGE PLATE 


Figure 1 The geometry of parallel and converged CCD camera 
configurations. On the lines of equidistant projection eve y 
pixel sees a unit length segment. This segment length i 
%/t) * (width/pixel at CCD) for the parallel cameras , and 
(L/f * (width/pixel at CCD) for the converged cameras. The 
# pixels difference presented to the monitor by the two 
win be proporclonal to <P1 - 

object located e horltontal distance k 

convergence point. For converge . 

for parallel camera configurations. P 











Figure 3. The geometry of the work space as viewed by 
converged stereo cameras. Shaded lozenges all present the 
same number of pixels difference to the monitor screen. 
Adapted from a drawing by Stephen P. Hines, HinesLab, 
Glendale, California. 
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disparity. Therefore, the depth distortion of any point on the 
FPP can be reduced to its spatial monitor disparity. 

For two points on the FPP, one located at the convergence 
point, and the other a horizontal distance, k, from the 
convergence point, spatial monitor disparity, expressed as a 
number of pixels, will be: 


number of pixels = 


2*k 

+ 2 * * w^) * (WP) 


( 1 ) 


where D camera viewing distance (from the convergence point to 
the point equidistant between the first nodal points of 
the camera lenses) 

f - focal length of the lenses (equal for both cameras) 
w - ICD/2 

WP ” the width/pixel at CCD 


For the ranges we are interested in, ^ can always be 
restricted to less than D^/1000, and thus can be ignored. 

Formula (1) can be generalized for two points located 
anywhere in the FPP at arbitrary distances from the camera 
convergence point. Consider two vertical bars held a fixed 
distance apart. Let us call the horizontal distance between the 
camera convergence point and the center point between the two 
bars ALIGN, and the distance between the bars the inter- target 
distance (ITD) . The values of k in Formula (1) will then be 
ITD/2 + ALIGN and ITD/2 - ALIGN. The number of pixels difference 
we expect is the difference between these squared values which 
equals 2 ITD * ALIGN. Therefore, 

2 * D * f * ITD ALIGN * ICD 

number of pixels diff (2 bars) = z ^ :: (2) 

(D + (ICD/2) ) * (WP) 


Here we have replaced w with ICD/2. 

By moving the bars horizontally in the FPP, and measuring 
observers' perceptions of relative depth between the bars, the 
apparent shape of the FPP can be determined. For example, if an 
object in space is located within a lozenge with three pixels 
difference between camera views, the three pixel difference 
presented on the monitor will be the stereo depth cue the 
observer will see. If the object happens to be in the FPP, then 
the perceived depth associated with the three pixel difference 
will be purely distortion. In Figure 3, lozenges A and B have 
the same number of pixels difference. That is because lozenge A 
is seen by a pair of pixels which is one pixel to the left (on 
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each camera) of the pair of pixels which sees lozenge B. In 
fact, all the shaded lozenges in Figure 3 have the same number of 
pixels difference. Therefore objects located within these 
lozenges will appear in the same plane when viewed on the stereo 
monitor. This is because all such objects will have the same 
angular disparity when viewed by the human eyes , and angular 
disparity is the human stereo depth cue. Equal disparity leads 
to equal depth, which we interpret as flatness. If this curve 
in space appears flat, the FPP will appear convexly curved. 

For the ranges we are interested in, ICD/2 never exceeds 
D/4 and the denominator will never be larger than 1.2 * D^. 

Thus Formula (2) can be approximated by a 1/D^ relation. This 
will lead to a camera configuration technique which significantly 
reduces the stereo depth distortion without reducing the stereo 
depth resolution, and will be discussed later. 

The results of this analysis may be surprising at first. It 
is well known that when the two eyes converge on a point, the 
points in space that are at equal angles to both eyes lie on a 
circle. This circle passes through the convergence point and the 
first nodal points of the two eyes. This circle is known as the 
Vie th-Mueller circle. Analogously, a Vieth-Mueller circle can 
be defined for two converged TV cameras. The circle will pass 
through the convergence point and the first nodal points of the 
two lenses. See Figure 4. The equal angles imply that the 
number of pixels difference between the left and right images 
will be zero for all points on the camera Vieth-Mueller circle. 

For a fixed viewing distance D, a smaller ICD yields a 
Vieth-Mueller circle with smaller radius, that is sharper 
curvature . 


+ (ICD/2)^ 

Radius (Vieth-Mueller circle) = 2~*~D 


Thus, less spatial distortion could be expected for the 
larger ICD, because a bar need move less distance from the 
FPP to the location of 0 pixel difference. However, with the 
larger ICD, Formula (2) predicts a larger number of pixels 
difference, and thus, a larger stereo depth distortion. 

The solution is as follows: 

A larger ICD enhances the stereo monitor disparity, and 
hence the stereo percept of depth for a given physical separation 
of two objects in space. Thus the depth difference between the 
FPP and the Vieth-Mueller circle is enhanced. Calculations for 
two bars 15 cm apart in the FPP, aligned off-center by 5.5 cm, 
at a viewing distance D = 1.30 meters, and for three typical ICDs 
are presented in Table 1. 
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Table 1 


Pixel characteristics of depth distortion of converged 
cameras at three intercamera distances 


ICD I Depth (FPP to V.-M. C."*^ ) | Depth / pixel diff 1 # pixels 


16 cm 

1.277 cm 

0.515 cm 

< 2.5 

38 cm 

1.255 cm 

0.219 cm 

> 5.7 

60 cm 

1.217 cm 

0.141 cm 

> 8.6 

‘•’v.-M. C. 

- Vieth-Mueller circle 




Table 1 shows that by increasing the ICD by a factor of 
3.75, (i.e., 60cm/16cm) , we enhance the depth signal (number of 
pixels difference) by a factor of more than 3.4, (i.e., 8. 6/2. 5), 
even though the actual distance a bar would have to move from the 
FPP to reach a location of 0 disparity would be smaller. 

The detection of a depth difference is a threshold 
phenomenon. The number of pixels difference must exceed the 
threshold, or no depth difference will be perceived. For the 
purposes of this discussion, let us assume a threshold of two 
pixels difference. Table 1 shows that for the 16 cm ICD, two 
pixels difference would represent 1,030 cm of depth. For the 60 
cm ICD, two pixels would represent only 0.282 cm of depth. 

If one bar were located in the FPP and a horizontal 
distance, k, from the camera convergence point, and a second bar 
were located at the camera convergence point, then the distance 
the first bar would have to be moved forward in order to lose the 
percept that it is behind the second bar is a measure of the 
depth distortion of the FPP. 

For the viewing configuration described by Table 1, and the 
16 cm ICD, the first bar need only be moved 0.247 cm, (i.e., 1.030 
cm behind the Vieth-Mueller circle,) and the observers would not 
see it as behind the second bar. However, for the 60 cm ICD, the 
first bar would have to be moved forward 0.935 cm (i.e., 0.282 cm 
behind the Vieth-Mueller circle,) before the observers would no 
longer see it behind the second bar. Clearly, the 60 cm ICD 
camera configuration will suffer more distortion than the 16 cm 
ICD configuration. 

The stereo depth resolution for the 60 cm ICD configuration 
will be higher than for the 16 cm ICD configuration. This is 
because, with the 60 cm ICD, the first bar need be moved a 
shorter depth distance before the number of pixels difference 
changes, than with the 16 cm ICD. For example, with the 60 cm 
ICD, the first bar would be perceived at equal depth with the 
second bar when it is anywhere between 0.282 cm behind and 
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0.282 cm in front of the Vieth-Mueller circle With the 16 cm 
ICD the first bar would be perceived at equal depth with the 
second bar when it is anywhere between 1.030 cm ^hind an 
1 030 cm in front of the Vieth-Mueller circle. Thus when 
attempting to measure the perceived depth distortions, obse^ers 
would be expected to be more certain of their perceptions 
depth with the 60 cm ICD. 

The conclusion here should be stressed. The larger ICDs 
produce higher depth resolutions, but at the expense of 
producing greater depth distortions. Thus with larger ^^Ds, 
we expect the operator to make larger depth ^ are 

the greater distortions) , and to be more certain that they are 
not errors (because of the higher resolution). 


Dynamic Deptli Distortions 

In order to inspect the work space horizontally by 
moving the cameras, one can either translate (as shown in Figure 
4) or pan (as shown in Figure 5) the cameras. Any o ® 
horizontal motion can be described as a combination of these two . 
Motion of either type will cause additional ^^i'^ortion which _ we 
shall call dynamic depth distortion. By comparing g 
Fieure 5 it can be seen that the depth difference, dL-dR, is 
smaller in Figure 5. This is because the rotated 
circle is closer to the left bar and further from the right bar, 
than the translated Vieth-Mueller circle. The camera 
configurations are otherwise identical, and therefore the depth 
per pixel difference (and stereo depth enhancement) will be the 
Lme in both configurations. We therefore expect 
the cameras will produce less depth distortion than o y 

translating the cameras. 


All of the above predictions of the geometric analysis were 
tested with four human observers under controlled laboratory 
conditions . 
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Figure 4. Depth distortion between 2 bars as stereo camera 
pair is translated to the right. The left bar must be moved 
distance dL - dR to be equidistant, behind the Vieth-Mueller 
circle, with the right bar. Those points on the Vieth-Mueller 
circle which are visible to the cameras present 0 pixels 
difference to the monitor screen. 



Figure 5. Depth distortion between 2 bars as stereo camera 
pair IS panned to the right. Note: dL - dR is smaller here 

than in Figure 4. 
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3 . THE EXPERIMENTS 
Equipment 

Two block vortical rods <0.9 cm diameter) were viewed at 
1 3 meters distance by a stereo pair of RCA TC1004 vrdecon 
cameras with Vlcon V17-102H auto-lrls, zoom f 

white background was located about 2 h 

bars. The background gave no depth cues. /closer bars 

Sr rr:o‘rto-^^J ^ 

“cufcr^sharpircfs^rL^rrrLse?) was minimized by 

uStlnrbar motlLs so that no bar ever appeared out of focus. 

Stereo images were presented via a lo 

”^0 :ftch«! tf a 19!ln. iLhlba • Blackstrlpe. color shadow-mask 

T“d-:s r i^irgiL^o-rb'oiJ^^ r=or .e 
srs"“=^hur« ^y:s: :::irariranr:.rm^“irau; :::fates 

a system with CCD cameras. 

The right bar was mounted on a tripod, and did not move 

?ris?:oSnir An 

rrir'trerrer: 

:“azraii:rt:h:i“e"”:Lf:«:‘rvuer»r 

blank. The monitor was blanked to prevent the observers fro 
seeing any motion of the test bars. 

sterercarra”r!rg\;;rra:rrrc:upp;rai^^ 
rter:rpaifon:m:«:^urd'bfrXtr:n:i:»^^^^ 
-rrsrrra^rt ^w^ rcairr Tee figure b. 
A computer keyboard was masked off so that only the top row 

r lid thri a-^aT p^ s kSp^^Tr 

:”rr°mrirTrer:er:TTt.^Lrrv«s aTTwirf^- 

"p-ll^^^LTLrrrTrertir^TThe^TntTf^ol. See figure 7. 

A 20-line/inch removable transparent plastic grid was 
to the monitor screen to aid in the precision f 

cameras. The grid was not present during experimentati . 
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Figure 6. Experimental workspace. 



Figure 7. Experimental control room. 
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Experiment 1 


Procedure 

In experiment 1, we tested three ICDs of 16, 38 and 60 
cm, and five locations of the camera convergence point in the 
FPP , for each ICD. The two test bars were separated horizontally 
by 15 cm, and presented in the FPP. 

The curvature of the apparent fronto-parallel plane (AFPP) 
can be measured by placing the right test bar in several 
locations of the FPP, maintaining a fixed horizontal ITD, and 
determining the location of the left test bar that appears equal 
in depth. To do this, the left bar was moved by the robot arm to 
one of 19 test locations located on a line perpendicular to the 
plane of convergence, and parallel to the axis of symmetry 
between the cameras. See Figure 8. These locations were 
numbered 0 to 18, with location 9 in the plane of convergence. 
Locations 0 to 18 were -6.0, -5.0, -4.0, -3.0, -2.5, -2.0, -1.5, 
-1.0, -0.5, 0.0, 0.5, 1.0, 1.5, 2.0, 2.5, 3.0, 4.0, 5.0, and 6.0 
cm from the plane of convergence, where negative values are 
behind the plane of convergence and positive values are in front 
of the plane of convergence. By "in front", we mean closer to 
the cameras . 

The left bar was presented at each of these 19 locations 
five times in random order. 

The experimental observers were instructed to report their 
perceptions of relative depth as follows: 

"1" if the left bar is surely in front of the right bar 

"2" if the left bar is probably in front of the right bar 

"3" if the the observer is not sure which bar is closer 

"4" if the left bar is probably behind the right bar 

"5" if the left bar is surely behind the right bar. 

In addition, if the observer perceived the bars at equal 
depth, he/she was instructed to report "3". 

We actually moved the cameras horizontally, instead of 
moving the bars horizontally. These two procedures are optically 
and mathematically identical. The five horizontal camera 
alignments tested for each ICD were, in this order, 0.0, 5.5, 

-5.5, -3.0, and 3.0 cm. Positive numbers mean the cameras were 
moved to the left. Thus positive numbers mean the images were 
moved to the right on the monitor. 

The experiment proceeded as follows. 
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19 TEST LOCATIONS 

OF LEFT BAR CAMERA 



Figure 3. Experimental set-up showing the fixed right bar and 
the 19 possible test locations of the movable left bar. 
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The cameras were adjusted to the first ICD, and aligned at 
0.0 cm. This proved to be a delicate task. We therefore 
normalized our data to control for possible adjustment 
inaccuracies. This is discussed below. The bars were placed in 
the plane of convergence (l.e., the right bar in its place an 
the left bar at position 9) . The alignment grid was placed on 
the monitor screen to measure the distance between the images of 
the two bars. The cameras were aligned so that each camera 
presented the same distance between the images of the two bars o 
the monitor. The adjustment grid was then removed. 

The observer was seated in the control room and was asked to 
don the stereo visor. The experimental run then started. 

The computer blanked the monitor screen. The robot moved 
the left bar to a randomly selected test location. After 2. 
seconds, the computer presented the stereo imap to the pnitor 
screen and then waited for the response from the keyboard. 

The observer viewed the monitor screen until reporting a 
response by pressing a key ("1" to "5"). 

The computer recorded the response, blanked the prep, pd 
selected the next test location. The experiment continued until 
all 19 locations had been presented 5 times each. 

At this point, the screen was blanked for 9 pconds, the 
left bar was moved to position 9, the data was prinpd op 
(see Figure 9), and the experimenter was informed that the run 

had been completed. 

The observer left the room without seeing the experimenpl 
setup. The experimenter moved the cameras horizontally to the 
next alignment, and the observer re-entered the control room. 

After the 5 alignments had been tested, the observer rested 
for 15 minutes while the experimenter adjured . 

the next ICD. A maximum of 10 experimental runs (2 ICDs with ^ 
alignments) was run each day on any one observer. Usu^ly, only 
5 experimental runs (1 ICD) were run per obspver per day The 
total time for 5 runs, including adjusting time, was about 25-40 

minutes per observer. 

As discussed later, each ICD was tested twice, in the 
following counterbalanced order: 

16, 38, 60, 60, 38, 16 cm. 


Experiment 2 

In experiment 2, the stereo cameras were rotated about a 
point between the cameras, instead of translated, as in 
experiment 1. Otherwise, experiments 1 and 2 were identical. 
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4. DATA ANALYSIS 


For each experimental run, we computed an observed depth 
distortion and a measure of the observer's uncertainty of that 

calculation procedures are detailed in Figures 9 
and 10 and Appendix 2 . ^ 

Tables 2 and 3 show the computed distortions and 
uncertainties for experiments 1 and 2, respectively. 

Next, we normalized the computed distortions and 
uncertainties to the 0.0 cm camera alignment value. This 
controlled for initial adjustment inaccuracies and enabled us to 
better see the effects of the camera alignments at each ICD. 

In other words, the data were shifted to the 0.0 cm aligned 
position as origin. Quite simply, for each experimental run, we 
subtracted the measured depth distortion of the 0.0 cm aligned 
position from all the measured depth distortions of that run. We 
a justed the uncertainty values accordingly. These shifted data 
are presented in Tables 4 and 5 for experiments 1 and 2 
respectively. * 


Our geometric analysis predicts the main independent 

product of ICD and image alignment, which we 
shall call MTERM. In order to test if our observers' responses 
followed the predictions of the geometric analysis, an analysis 
o variance of the data in Tables 2 through 5 (both shifted and 
non-shifted data) was performed using the Statistical Package for 
the Social Sciences (SPSS) Regression program. This analysis was 
performed with the following 4 combinations of independent 
variables; 


ICD and image alignment (ALIGNMENT) 
ICD, ALIGNMENT and observer (OBSERVER) 
MTERM, ICD, and ALIGNMENT 
MTERM, ICD, ALIGNMENT and OBSERVER. 
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PROBABILITY OF TEST BAR PERCEIVED IN FRONT 
^ (CLOSER TO OBSERVER THAN) CONTROL BAR 



DISTANCE (CM) OF TEST BAR IN FRONT OF CONTROL BAR 



DISTANCE (CM) OF TEST BAR IN FRONT OF CONTROL BAR 


Figure 10. Probability right bar is perceived in front of left 
bar as a function of distance of right bar in front of left bar 
Heavy line shows rectangles of equal area. Measured distortion 
and corresponding uncertainties were computed from the left 
edges of the rectangles of equal area. Data from Figure 9. 



STEREO VISION IN TELEOPERATION 
EXPERIMENT 1 

Measured Distortion & Corresponding Uncertainty 



Table 2. Measured distortions and corresponding uncertainties 
of experiment 1 for four observers . Note the counterbalanced 
order of presentation. For example, the first two columns are 
data for Observer 1. Runs 1, 2, and 3 (down the first column) 
were followed by runs 4, 5, and 6 (up the second column). 
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STEREO VISION IN TELEOPERATION 
EXPERIMENT 1 

Measured Distomon & Corresponding Uncertainty 
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Table 4. Measured distortions and corresponding uncertainties 
shifted to the 0.0 cm aligned position as origin. Data from 
experiment 1. 
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5 . RESULTS 


The Depth Distortions 


Tables 6 and 7 show the effects of the independent variables 
on the observers ' responses . 

In experiment 1 (Table 6), for the non-shifted data, the 
depth distortions are significantly influenced by the ALIGNMENT, 
the OBSERVER, and the ICD. When we include MTERM as the first 
independent variable, the residual effects of ICD and OBSERVER 
are seen to be significant, although the residual effects of the 
ALIGNMENT are not. These results agree with Formula (2), which 
has the term ALIGN * ICD in the numerator and an ICD term in the 
denominator . 

Shifting the data greatly reduces the significance of the 
effect of OBSERVER and increases the significance of the effect 
of the other independent variables. This suggests that much of 
the variability in our non-shifted data stems from inaccuracies in 
our initial adjustments. We repeated the initial adjustment each 
run so that each observer, each day, may have seen a different 
initial adjustment. Had the variability in our non-shifted data 
stemmed mostly from the effect of OBSERVER, the significance of 
the OBSERVER effect would not have been reduced so drastically by 
shifting the data. All the statements in the above paragraph 
about MTERM, ALIGN and ICD remain true for the shifted data. 

In experiment 2 (Table 7), for the non-shifted data, the 
depth distortions are significantly influenced by the OBSERVER 
and the ICD, but not by the ALIGNMENT. When we include MTERM as 
the first independent variable, the residual effects of ICD, 
OBSERVER, and also ALIGNMENT, are seen to be significant. Note 
that the effect of ALIGNMENT is not seen to be significant until 
MTERM is introduced as the first independent variable. This 
occurs in both the shifted and non-shifted data, and stands in 
marked contrast to the results of the same test in experiment 1. 

Perhaps image alignment has two cancelling effects in 
experiment 2. One is an MTERM effect, and one is not an MTERM 
effect. This makes sense logically, as image alignment here is 
the result of panning the cameras, thus causing both the MTERM 
effect of experiment 1 and the cancelling effect of rotating the 
fronto-parallel plane of convergence. See Figures 4 and 5. 

Shifting the data in experiment 2 reduces the significance 
of the effect of OBSERVER and ICD and increases the significance 
of the effect of MTERM and ALIGNMENT. This once again suggests 
that much of the variability in our non-shifted data stems from 
inaccuracies in our initial adjustments. 
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Table 6 


F and p values from Regression analysis. 
Experiment 1, non- shifted and shifted data. 


A. Non-shifted 


1 

1 Independent 

1 

1 



1 Variables 
I 

1 Depth Distortions j 

Uncertainties 

1 1 

1 1 ~ 

F 

P 1 

F 

P 

|ICD 1 

3.803 

<0.05 j 

7.665 

<0.001 

1 ALIGNMENT 1 
1 1 

40.042 

<0 . 001 [ 

0.001 

NS 

1 1 

|ICD 1 

4.716 

<0.01 [ 

17.975 

<0.001 

[ALIGNMENT] 

49.649 

<0.001 [ 

0.002 

NS 

[OBSERVER 1 
1 1 

29.072 

<0.001 [ 

158.364 

<0.001 

1 1 

IMTERM 1 

7.668 

<0.001 [ 

0.368 

NS 

|ICD 1 

4.020 

<0.05 [ 

7.624 

<0 . 001 

1 ALIGNMENT | 
1 1 

0.077 

NS 1 

0.314 

NS 

1 1 

1 MTERM 1 

9.667 

<0.001 [ 

0.866 

NS 

|ICD 1 

5.068 

<0.01 [ 

17.954 

<0 . 001 

[ALIGNMENT] 

0.097 

NS 1 

0.740 

NS 

1 OBSERVER 1 
1 

31.244 

<0.001 [ 

158.181 

<0 . 001 

ifi. Shifted 
1 

1 Independent 

1 

1 



1 Variables 
1 

1 Depth Distortions | 

Uncertainties 

1 1 

1 1 ~ ' 

F 

p 1 

1 

F 

p 

|ICD 1 

11.446 

I 

<0.001 [ 

3.830 

<0.05 

1 ALIGNMENT | 
1 1 

83.666 

<0.001 [ 

0.001 

NS 

1 1 

|ICD 1 

11.350 

1 

<0.001 [ 

4.955 

<0.01 

[ALIGNMENT] 

82.964 

<0.001 [ 

0.001 

NS 

1 OBSERVER 1 
1 1 

0.018 

NS I 

35.355 

<0 . 001 

1 

[MTERM [ 

17.265 

1 

<0.001 [ 

0.116 

NS 

[ICD [ 

13.037 

<0.001 [ 

3.802 

<0.05 

1 ALIGNMENT j 

) j 

0.173 

NS 1 

0.092 

NS 

1 

[MTERM [ 

17.119 

1 

<0 . 001 [ 

0.150 

NS 

[ICD [ 

12.927 

<0.001 [ 

4.919 

<0.01 

ALIGNMENT [ 

0.171 

NS 1 

0.119 

NS 

OBSERVER 1 

0.021 

NS 1 

35.096 

<0.001 


NOTE: p values > 0.05 are reported as NS. 
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Table 7 


F and p values from Regression analysis. 
Experiment 2, non- shifted and shifted data 


|A. Non-shifted 


Independent 

Variables 

1 

[ Depth Distortions 

1 

1 

Uncertainties 

1 

F 

p 

1 

F 

p 

ICD 1 

ALIGNMENT j 

11.261 

0.168 

<0.001 

NS 

1 

1 

1 

28.768 

0.051 

<0 . 001 
NS 

ICD 1 
ALIGNMENT j 
OBSERVER 1 

14.251 

0.212 

32.075 

<0.001 

NS 

<0.001 

1 

1 

1 

1 

1 

35.373 

0.063 

27.864 

<0 . 001 
NS 

<0.001 

1 

IMTERM 1 
|ICD 1 
I ALIGNMENT \ 

10.994 

12.223 

7.927 

<0.001 

<0.001 

<0.001 

1 

1 

1 

1 

1 

0.041 

28.532 

0.007 

NS 

<0.001 

NS 

1 

IMTERM 1 

|ICD 1 

1 ALIGNMENT 1 
1 OBSERVER 1 

14.288 

15.884 

10.301 

35.749 

<0.001 
<0 . 001 
<0.001 
<0.001 

1 

1 

1 

1 

1 

0.050 

35.083 

0.009 

27.635 

NS 

<0.001 

NS 

<0 . 001 

1 

|B. Shifted 






1 

1 Independent 
1 Variables 

1 

[ Depth Distortions 

1 

1 

Uncertainties 

1 

1 1 

F 

p 

1 

F 

P 

1 1- 

IICD 1 

1 ALIGNMENT 1 

8.381 

0.374 

<0.001 

NS 

1 

1 

1 

8.308 

0.006 

<0 . 001 
NS 

1 1 

|ICD 1 

[ALIGNMENT! 
1 OBSERVER 1 

8.477 

2.335 

0.379 

<0.001 

NS 

NS 

1 

1 

1 

1 

1 

8.800 

0.006 

7.937 

<0.001 

NS 

<0 . 001 

1 1 

1 MTERM 1 

[ICD 1 

[ALIGNMENT! 

27.810 

10.302 

20.051 

<0 . 001 
<0.001 
<0.001 

1 

1 

1 

1 

1 

0.007 

8.237 

0.002 

NS 

<0.001 

NS 

1 1 

[MTERM 1 

[ICD .1 

[ALIGNMENT! 
[OBSERVER [ 

28.261 

10.489 

20.376 

2.883 

<0.001 

<0.001 

<0.001 

<0.05 

1 

1 

1 

1 

1 

0.008 

8.725 

0.002 

7.869 

NS 

<0.001 

NS 

<0 . 001 

1 

NOTE: p 

values > 0 

05 are reported 

as NS . 
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The depth distortions in experiment 1 were significantly 
greater than the depth distortions in experiment 2. This can 
be shown in two ways . 


The first way is to simply compare the depth distortions 
of experiment 1 with those of experiment 2. The SPSS analysis 
showed the depth distortions to be larger in experiment 1 than 
in experiment 2 (p < 0.001). 

The second way to study the magnitudes of the distortions 
of experiments 1 and 2 is to compare the difference in observed 
distortions between the negative and positive 5.5 cm camera 
alignment test conditions. This data is presented in Table 8 
and graphed in Figures 11 and 12, for experiments 1 and 2 , 
respectively. 

The SPSS analysis of variance was run on this data, and once 
again, ICD was found to be a significant factor (p < 0.002 and 
p < 0.001 for experiments 1 and 2 , respectively). The values for 
experiment 1 were significantly greater than the values for 
experiment 2, ( p < 0.001 ). Neither ALIGNMENT nor ALIGNMENT * ICD 
could be tested here as we chose the two most extreme alignments 
to compare, thus eliminating ALIGNMENT as a variable. 


TABLE 8 

Statistics of differences in perceived depth distortions 
of the -5.5 cm and 5.5 cm camera alignment test conditions 


Experiment 

Number 

ICD 

Group Mean 
Distortion 
Difference 

Standard 
Error of 
the Mean 

Regression F 
Co- 
efficient 

P 


16 

0.29 

0.395 



1 

38 

1.54 

0.171 

0.5892 12.65 

<0.002 


60 

1.67 

0.202 




16 

-0.57 

0.202 



2 

38 

0.37 

0.163 

0.6178 14.91 

<0.001 


60 

0.48 

0.168 
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EXPERIMENT 1 
(GROUPED DATA) 



figure 11. Difference in perceived depth distortion or cu. 
-5.5 cm and 5 . 5 cm camera alignment test conditions 
function of intercamera distance for experiment . gro p 



Figure 12. 
-5.5 cm and 
function of 


Difference in perceived depth distortion of the 
5 5 cm camera alignment test conditions as a 
intercamera distance for experiment 2, grouped 


data 



The Uncertainties 


The computed uncertainties in Tables 2 through 5 relate 
theoretically to the size of the lozenges in Figure 3, and the 
depth/pixel difference in Table 1. In Tables 6 and 7 in all 

are the only independent variables with 
slgniticant effects on the uncertainties. Specifically, 
uncertainty decreases with increasing ICD (p < 0 007 and 
p< 0.0001 for experiments 1 and 2 , respectively). This agrees 
with expectation. However, the effect is much smaller than 
expected. 

Trn predicts that the measured uncertainty of the 60 cm 

CD would be less than 30% of the measured uncertainty of the 
16 cm ICD. However, we found the 60 cm ICD uncertainty to be 
about 70% of the 16 cm ICD uncertainty. This could be due to the 
ouble meaning of the response "3", which always contributes to 
the calculation of the uncertainty, although it is only an 
uncertain answer some of the time. Specifically, when the bars 

depth, and the observer so perceives them 
with absolute certainty, he/she responds "3"; but, our 
^certainty statistic computes this as an uncertaik response. 

^is artificially increases all the estimates of uncertainty 
thus adding a roughly constant amount to all conditions. This 
obse'^^^d difference between the expected 30% and the 


This problem arose during the actual data collection The 
observers asked what response to give when they were sure the 
bars were at equal depth. We decided they should respond "3" as 
that would yield an accurate value for the perceived depth 
distortion. The proper reaction should have been to redesign the 
response keyboard to allow a separate response button to be 
pressed. Then both our perceived depth distortions and our 
uncertainty measures would have been accurate. This shall be 
done in all future work. Nevertheless, despite this bias against 
us in our measurement, we have successfully measured a 
significant drop in uncertainty with increasing ICD. 


30 


Time-order effects, including practice, must be considered 
in experiments of this type. We were able to tease out the 
time-order effects from the effects of the ICD by counterbalancing 
the presentation of the ICD tests, (16, 38, 60, 60, 38, 16 cm). 

We have plotted the uncertainty values in Figures 13 and 
14 for experiments 1 and 2, respectively. An SPSS linear 
regression analysis was run with time as the only independent 
variable, and then with ICD as the only independent variable In 
experiment 1, time was a factor (p < 0.0007) and ICD was a factor 
iP < U.007). In experiment 2, time was not a factor (p > 0 40) 
but ICD was a factor (p < 0.0001). We therefore estimate that 

the time-order effects, including practice, were completed during 
experiment 1. ^ 


This was not expected, as we allowed our observers to 
practice for about one hour per day, five days a week, for 
month, prior to the start of experiment 1. 


one 


In summary, one result of this work is that the criterion of 
certainty varies between our observers, although the actual depth 
distortions they perceive do not. 


The main result of this work is that the observers' 
responses follow the geometric predictions of the stereo 
^formation (number of pixels difference) on the TV monitor. 
Thus, the observers' internal corrections and/or distortions do 
not invalidate the usefulness of our geometric analysis to 
predict optimal camera configurations. 
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6. DISCUSSION 


The stereo depth distortion can be analyzed by breaking it 
into static and d3niamic components. By static, we mean the 
distortion that is present when we do not move the cameras. It 
comes from the camera alignment geometry. By dynamic, we mean 
the change in the static distortion as the stereo camera system 
scans the work space . 

3 shows the nature of the static stereo depth 
distortions. Figure 3 represents two CCD cameras converged and 
viewing a work space. Each lozenge represents the region in 
space that is seen by a pair of pixels, one on each camera. 

In Figure 3, all the shaded lozenges have the same number of 
pixels difference. Lozenges with equal number of pixels 

present equal depth cues to the human observer. 

The centers of the lozenges with 0 pixels difference lie 
on a circle. This circle goes through the convergence point and 
the first nodal points of the lenses of the cameras. We shall 
refer to it as the Vieth-Mueller circle of the cameras. 

Consider now the lozenges with a fixed, non-zero, number of 
pixels difference (for example, 3). The centers of these 
lozenges lie on a curve. This curve also goes through the 
first nodal points of the lenses of the cameras. However, this 
curve and all other curves with a non-zero number of pixels 
difference are not circles. 


Minimization of the Static Depth Distortion 

Consider now the 1/D^ relation which resulted from Formulas 
(1) and (2) . This shall lead us to a way to greatly minimize 
static depth distortions without loss of stereo depth resolution. 

Let us look at Formula (2). Suppose we viewed one bar 
at the convergence point, and a second bar at k - ITD. In this 
case. Formula (2) = Formula (1), (with the exception of the 
k2 * w^ term, which we can ignore) because ALIGN = ITD/2. Now let 
us ask what would happen if we double the viewing distance D, and 
double the ICD (which of course doubles w) , and also double the 
focal length. In this case, our cameras would now view the work 
space from the same angle as before the doubling. We leave k 
unchanged (which of course leaves ITD unchanged) , and we converge 
on the same convergence point (which leaves ALIGN unchanged) . 

What happens to the depth signal at the monitor? In other words, 
what is the effect on the number of pixels difference? 

Formulas (1) and (2) predict the number of pixels difference 
would be halved. That is, the distortion would be halved. 
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Consider now Figure 15. Here we have the two camera 
configurations in question. We have labelled the cameras Rn, Rf 
Right camera in Near configuration, Right camera 
n Far configuration, etc. We have also drawn two lines parallel 
to the camera CCD chips which we shall call the lines of 
equidistant projection. On these lines, every pixel sees a unit 
length segment of (L/f) * (width/pixel at CCD) , where 

= D^ + w^. 

Because we doubled D, w and f, for cameras Rf and Lf, every 
pixel on each of the 4 cameras sees the same size unit leneth 

segment for the line of equidistant projection parallel to its 
OOD chip. 

We have labelled the projection points on the corresponding 
lines of equidistant projection as Rf ' , Rn' , Lf ' , and Ln' . 

^ Consider first the near cameras. Clearly, the length 
^ ^ larger than Rn' to C. The number of pixels 

ifference will be strictly proportional to (Ln' - Rn'). 

Consider next the far cameras. Clearly the length Lf' 
to C will be less than Ln' to C. Also, the length Rf' to C will 
e greater than Rn' to C. Thus, the number of pixels difference 
which will be proportional to (Lf' - Rf'), is less than 
(Ln' - Rn'). 

We have qualitatively shown that the number of pixels 
difference for the far cameras will be less than for the near 
cameras. The quantitative demonstration of this is exactly 
Formulas (1) and (2). ^ 

The importance of this point must not be overlooked. By 
increasing the camera-to-object viewing distance, the ICD, and 
the focal lengths of the camera lenses, we can maintain image 
leld size and stereo depth resolution, while significantly 
decreasing the static stereo depth distortion! 


Minimization of Dynamic Depth Distortion 

We have shown that panning about point A in Figure 16 
produces less distortion than translating horizontally. However 
It IS easy to see theoretically that panning about point B in 
Figure 17 (the center of the V. -M. circle) should produce hardly 
ny distortion at all. If the curves of equal number of pixels 
Ifference were circles with center B, no dynamic distortion at 
all would be so produced. As is, the only dynamic distortion 
produced would be the difference between circles with center at B 
and the actual curves. The center of the Vieth-Mueller circle is 
less than half the distance between the cameras and the 
convergence point. For close teleoperation, it would be easy to 
compute this point and devise a method to pan about it. 
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Fizure 15 Minimization of static depth distortion. _ By 
doubling the camera-to-object viewing distance, the "^J^ercamera 
distance and the focal length of the camera 

maintain image field size and stereo depth resolution, whi 
cutting the static stereo depth distortion in hal . 
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7 . CONCLUSION 


A geometric analysis without small angle approximations 
has been shown to predict distortions of the FPP which otherwise 
might not be adequately predicted. These distortions have been 
demonstrated to be perceived by four human observers. 

on observers' responses follow the stereo information 

n the TV monitor. Internal perceptual corrections and/or 
distortions do not invalidate the usefulness of our geometric 
analysis to predict optimal camera configurations. 

Our analysis predicts that static stereo depth distortion 
may e greatly decreased, without decreasing the stereo depth 
resolution, by increasing the camera- to-object viewing distance 
distance, and the focal length of the TV camera’ 


Our analysis 
distortion may be 
the Vieth-Mueller 


further predicts that dynamic stereo depth 
greatly reduced by rotating about the center 
circle when panning the stereo cameras. 


of 
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8. POTENTIAL APPLICATIONS 


In the final approach and close-up work of free -flying or 
stationary teleoperation, stereo TV vision systems may be used to 
provide necessary depth information. 

In order to eliminate the stereo depth distortion errors 
from teleoperation task performance, a supervised automated 
system can be built which will adjust the stereo camera 
configuration on line as the end effector moves through the work 
space. Different tasks and different people may require 
different depth resolutions and may tolerate different depth 
distortions. This may well entail on-line adjustments of the 
intercamera distance. As the intercamera distance between 
converged stereo cameras is changed, different distortions of the 
three spatial axes may be produced. The system should provide 
the optimal trade-off between stereo depth resolution and stereo 
depth distortions for a specific task and operator and should 
automatically adjust the translational axes gains of the hand 
controller to counteract any remaining visual distortions. For 
example, if an operator were viewing a meter stick 
stereoscopically , and the meter stick appeared to be curved 
convexly away from the operator, the operator need move the hand 
controller along an identical convex curve, and the end effector 
would move along the surface of the truly uncurved meter stick. 

This translational axes gain adjustment technique has been 
employed in stereo microscopes with joystick-driven microsurgery 
tools, and has demonstrated remarkable improvement in the 
performance of trained personnel. (D. H. Fender, personal 
communication. ) 

Other adjustment or compensation procedures are also 
possible . 

Such an automated system should be designed to allow the 
operator to function with a distorted percept of space as 
if it were not distorted at all. 
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APPENDIX 1 


In Figure 18, the lines of equidistant projection are drawn 
for both cameras. For a point on the fronto-parallel plane of 
convergence located a distance k horizontally to the left of the 
camera convergence point, its projection on the left camera 
line of equidistant projection will be PI' from the camera 
convergence point, where 

PI' — tan(alpha) * L 

- tan [ arctan(w/D) - arctan( (w-k)/D ) ] * L 


r 

/ w/D - (w-k)/D 

[arc tan 

^ 1 + w/D * (w-k)/D 


[w/D + (k-w)/D] * L 
I - w * (k-w)/D2 


k * L * D 
+ w^ — k * w 


Similarly, Pr' , the projection on the right camera line of 
equidistant projection, will be; 


k * L * D 

Pr’ - 

+ k * w 


The difference between the two projections will be: 


PI’ - Pr’ = 


2*k2*D*L*w 


(D^ + - k * w) * (D^ + w^ + k * w) 
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The nximber of pixels difference will be: 


(PI' - Pr' ) * f 

number of pixels diff = ^ * (width per pixel at Ccunera plate) 


(D + 


2 * k 


2 2 

+ 2 * D * w 


* D * f * w 
2 2 

- k * w ) ^ 


/width per pixel 
\at camera plate 


NOTE: Small angle approximations ( x - tan x ), would 

yield 


PI’ 


Pr’ = 


k * L 
D 


or, equivalently, Pi' - Pr' - 0. This is how the small angle 
approximations can obscure the nature of the stereo depth 
distortion of the fronto-parallel plane of convergence. 
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Figure 18. The geometry of converged stereo cameras. On the 
lines of equidistant projection, every pixel sees a unit 
length segment of (L/f) * (width/pixel at CCD). The # pixels 
difference presented to the monitor by the two cameras will be 
proportional to (PI' - Pr'). 



APPENDIX 2 


In each experimental run (one ICD and one alignment) , 19 
test locations were judged 5 times to be in front of, behind, or 
equal to a fixed location. This gave us a measurement of the 
probability that each position would be perceived in front of 
the fixed location. We computed that probability as follows: 

N(*’l") + N(”2”) + N(”3**)/2 

P (front) = NC'l") + N("2") + N("3") + N("V) + N("5") 

where N("I") is the number of responses of "I" for I - 1 to 5 . 

Thus, if an observer answered all ”1” and ”2” for location 
18, we would compute P( front) for location 18 to be 1.0. If an 
observer answered ”3" twice, and ”5" three times, for location 7, 
we would compute P(front) for location 7 to be 0.2. (See Figs. 

9B and lOB, where location 7 in Figure 9B corresponds to -1 cm on 
Figure lOB.) NOTE: we count each "3” response as 1/2 in front 
and 1/2 behind. We count "4" and ”5” responses as behind, and 
therefore they do not show up in the numerator. 

By breaking our responses into two categories , we had a 
binomial distribution of P(front) about each location. We 
estimated the uncertainty about this point by (P * (1 - P))/N, 
where N is the nximber of responses at that location, (in this case 
5) . The only time an uncertainty could be non- zero is when P is 
not equal to 0 or 1. This can only occur when a particular 
location was either reported as ”3” (equal depth or the observer 
is uncertain) or when that location was reported as sometimes in 
front and sometimes behind. (NOTE: we did not count reports of 
"probably” as adding to the uncertainty) . 

We next graphed the P(front) as a function of the distance 
between the test location and the right (fixed) bar location, 
and computed the area under the curve. We computed a rectangle 
of equal area and probability 1.0, which gave an estimate 
of the depth distortion between the two bars for that ICD and 
at that particular alignment. See Figure 10. 

Using the uncertainties of each of the 19 P(front) 
measurements, we approximated the uncertainty of the width 
of a rectangle of equal area. We first found the area and 
standard deviation of each trapezoid under the curve . We 
summed the areas, and used the sums -of -squares rule to 
combine the standard deviations. The uncertainty bars on 
the rectangles of equal area may, at first glance, appear too 
small. They are not. To see this, one must realize that the 

Y axis is probability, with a maximum value of 1.0. Thus an 

error bar of ± 1.0 (twice the height of the Y axis) would 

contribute between 1/2 cm and 1 cm (depending on the test 

location) to the standard deviation of a rectangle of equal area. 
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